BIOFLUID E

treatment of waste water from
housing units, hotels, industrial
plants, leisure amenities,

parts of municipalities

Have you decided to construct new
housing units, a restaurant, a rest
house, a caravan or camp site in the
municipality? Are you constructing
a new company or enlarging

an existing one?

The disposal of waste water is one of the problems

you will probably have to resolve where there isn't

the possibility of a connection to a public sewer system.
We suggest advice and a solution.

BIOFLUID E

The Biofluid E waste water treatment plant is a simple, reliable
and financially undemanding solution. It is not the latest solution
to this problem, but the 20 years of operation of biodisc treatment
plants of the company FORTEX, whose technology was subject to
an ongoing development and perfection, installed in various loca-
tions and conditions, speak volumes. On its technical parameters,
a biodisc treatment plant is comparable to other technologies.
Moreover, with its low demands on the attendance and trouble-free
operation, this treatment plant may become the your optimal
solution .

Have you other questions? The covering of the treatment plant,
power demands, demands on preliminary construction works?

You will find further details in Technical and Delivery Terms.

The Biofluid waste water treatment plantis manufactured in 10 sizes.

forwater

The treatment plant is designed as an all-plastic compact installation.
The tank is divided by technological partitions into a sedimentation
area, a biological reactor area and a settlement area. The biological
reactor forms an activation area with a shaft with biodiscs and
a drive unit in its upper part. The size of the inflow and the discharge
piping is DN 150.

Does the environment require higher outlet parameters than
those stipulated by the government regulations?

The treatment plant is manufactured in the basic version and,
with a simple adaptation, it may be manufactured in three other
versions.

BIOFLUIDE-N

The treatment plant biocontactor has a triple capacity. The treat-
ment plant is adapted as a nitrification plant for the removal
of ammoniac nitrogen.

BIOFLUIDE-DN

The treatment plant guarantees the removal of the total nitrogen.
The technology is extended by a submerged anoxic biofilter and
thus adapted as a nitrification-denitrification technology.

BIOFLUID E - DNK

Thanks to the extension of the DN version by dosing equipment,
the treatment plant guarantees the removal of the total nitrogen
and phosphorus. The waste water treatment plant may be advan-
tageously used even for the treatment of some industrial biologi-
cally decomposable waters.
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Do you know the advantages of FORTEX treatment plants?

« the Biofluid treatment plants have been tested and examined inT. G.
5t averaca otlat valiie Masaryk Water Research Institute in Prague

« the achieved values of the pollution at the outlet are considerably
E E-N E-DN | E-DNK lower than those stipulated by the applicable government regulations
BODS 25 25 25 25 mag/l « the treatment plants are certified by an authorised body of Technical
o %0 90 % 75 — and Testt.ng Building Institute Praha s.p. and have the Declarations of
S Conformity
Insoluble solids 30 30 30 25 ma/l « high treatment effect
N-NH; - 10 5 5 mg/I « easy installation
N-total _ _ 25 25 mg/l + low investment and operating costs
- complete delivery including the cover
P-total = = = 3 mg/I « high resistance in the case of unequal loading
- we provide advice, consultations, a possibility to process the project
documentation, including the arrangement of a building permit
Biofluid E type E5 E10 E20 E30 E40 E50 E60 E80 E100 | E120
Humber of connected inhabitants (PE) | 1-5 10 20 30 40 50 60 80 100 120
Daily water through-flow 024 (m'/d) | 0,75 1,5 3,0 45 6,0 7,5 9,0 12,0 15,0 18,0
Engine output of for E (W) 40 40 60 120 90 90 180 180 180 180
Engine output for E-N, DN, DNK (W) - 120 120 180 180 180 250 250 370 370
Tank length L (mm} | ofindrical | 1130 1730 2000 2400 3200 4000 4000 4800 6000
Weight of BF plant without cover (kg) | 280 405 550 | 1020 | 1250 | 1460 | 1760 | 1820 | 2030 | 2300
Maximal noise level 1 m from
BF plant edge without cover  (dB) 32 gl 33 5 e 3 A > 53 24
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