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Flow - Portata - Caudal x| Lam
Installed motor size - Potenza installata - Potencia instalada &8 £89
N R = T
s e
Model | Maxflow | | 100hpa | +200hPa | +400hPa | +600hPa | SR 2 @25 |_88|eey
Modello| Portata max Sgs|l=S€E|ge=|s¢eg
Modelo | Caudal max (mbar) (mbar) {mbar) (mbar) 28%¢ E g 5|2 E § g g %
$82|582|522 585
06 55 0,2 0,2 90 58,0 1 6,5
KO3ms 74 037 39 037 06 150 60,0 11/4 12,0
Ko4Ms 137 075 9 075 55 | 11 1,5 250 63,0 11/2 19,5
KOSMS 219 11 166 1,1 113 | 22 3,0 300 69,1 2 30,5
K06 M5 304 22 | 242 | 22 | 181 | 30 4,0 340 71,6 2 35,2
KO7MS 414 22 334 22 255 | 3,0 9 55 55 400 77,3 3 61,5
K75MS 477 40 384 40 292 | 55 7.5 325 78,0 3 67,0
KO8 MS 536 30 450 30 363 | 55 190 7,5 9,2 450 78,6 3 77,5
KO9MS 663 40 570 40 477 | 55 291 110 11,0 450 79,0 4 87,5
K1OMS 782 55 684 55 586 7,5 389 110 15,0 500 796 4 95,0
K11 MS 915 55 812 55 708 92 | 501 150 | 18,5 500 83,6 4 128,5
KO3Ts 131 075 67 075 [ 1,1 150 11/4 18,7
K04TS 183 1,5 149 1,5 85 22 2,2 200 72,5 11/2 28,5
K05-66 334 40 286 40 198 40 4,0 235 74,5 2 42,9
KO5TS 409 22 310 22 210 | 40 4,0 250 73,5 3 48,0
KO6TS 563 40 452 40 340 55 | 7.5 300 758 3 71,5
KO7Ts 827 55 668 55 509 | 75 11,0 350 82,8 4 103,5
KO8TS 1007 55 851 55 696 9.2 I 15,0 380 82,5 4 113,0
KO9TS 1325 92 1139 92 953 150 18,5 360 85,0 5 158,0
K10TS 1539 11,0 1337 11,0 1135 150 18,5 275 86,4 5 163,0
K11TS 1765 11,0 1560 11,0 1356 18,5 22,0 275 88,0 5 186,5
115SH 2150 11,0 1800 11,0 1412 185 745 300 . 30,0 400 95,0 5 518,0
10DL 30 037 15 037 2 037 0,37 200 62,0 1/2 10,0
15DH 50 | 0,55 | 37 | 0,55 25 | 0,55 0,55 300 62,0 3/4 12,5
20DH 72 037 51 037 35 0,55 1.1 350 65,0 11/4 21,5
30DH 103 037 79 055 61 075 26 15 1,5 400 68,0 11/2 26,5
40DH 144 075 118 11 95 1,5 55 22 3,0 500 72,0 11/2 36,5
K07 MD 181 22 165 22 150 22 | 122 30 97 5,5 5.5 650 73,0 3 64,5
Koe8MD 236 3,0 219 30 202 30 173 55 148 7,5 7,5 650 75,0 3 72,0
KO9MD 311 40 288 40 268 | 40 229 55 19 @ 75 9,2 725 78,5 4 90,5
K10 MD 387 551 358 | 55| 331 | 5,5 | 2830 7,50 | 242 | 92 11,0 750 794 4 92,5
K11 MD 431 55 402 55 375 55 | 325 75 282 | 11,0 150 750 80,0 4 108,0
Ko3TD 73 075 55 075 37 075 11 300 11/4
K04TD 140 1,1 117 11 95 1,5 49 2,2 2,2 400 70,0 11/2 29,5
KOSTD 215 22 190 22 164 22 114 40 ' 4,0 475 74,0 2 43,5
Ko6TD 312 40 284 40 256 40 199 55 7.5 550 750 2 61,5
Ko7TD 417 55 378 55 340 55 263 75 _ 9,2 575 79,5 3 99,5
KosTD 518 55 482 55 446 | 55 | 374 92 302 150 92 650 80,3 3 110,5
KOSTD 657 92 617 92 576 92 495 150 413 185 18,5 650 81,3 4 157,0
K10TD 804 110 757 110 710 11,0 617 150 523 . 18,5 18,5 600 85,2 4 165,0
K11TD 903 11,0 85 11,0 810 110 717 185 ' 18,5 475 85,9 4 172,0
115DH 1085 11,0 1000 11,0 916 11,0 731 185 576 | 300 300 600 95,0 5 492,0
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Presion diferencial estatica (hPa-mbar)

Static differential pressure thPa-mbar) - Pressione differenziale statica (hPa-mbar)
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