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OIL-FREE ROTARY SCROLL COMPRESSOR
ECOLIFE 1,5 - 15 kW
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Why

The continuous innovation of the compressed air tools and machineries, the evolution of specific productive processes

and uses, require exclusively air without oil.

It is easier and less hazardous to produce non-lubricated compressed air than to de-oil the compressed air

contaminated by oil using more or less complicated filter assemblies.

YECDLIFE":

reliable, compact,
producing compressed air without oil.

MARK, always sensitive to the market needs, in
order to answer these needs, offers the series

A new compressor with innovative features,
noiseless and capable of

A double spiral without contact among the parts for
an innovative NON-lubricated compressor.

The scroll compressor

The compression from the atmospheric pressure to the final
pressure occurs gradually and without contact among the
moving metallic parts in a progressive and continuous way
through the combined action of the fixed helicoidal element
equipped with a second spinning element.

The continuous repetition of this process allows to have at the

delivery compressed air with a continuous flow. ‘;ﬁiz ;

Compression

The absence of lubricant in the compression chamber allows to
have at the delivery compressed air without oil.
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Few moving parts, the
absence of vibrations, the
use of reliable materials, the
structure of the compressor
itself, and the long test
period under extreme
conditions represent our
guarantee of a safe and
reliable machine in time.
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Standard

The STANDARD series has been developed with the aim of producing a non-lubricated compressor having a simple
construction, at reduced costs, and being reliable.

Thanks to its modular features it is available:

- in three versions : on skid - on tank - tandem on tank

- with two power supplies : single-phase for 2 kW - three-phase for the others
- with five powers : 2-3-5-8-10kw

- with two pressure sizes : 8 - 10 bar

Specifically suitable for uses in which the only choice is air without oil.
Silenced, non-lubricated compressor, on basement

SKID version, complete and ready for installation.

Typically used for specific applications, as:
direct connection to a using machine; extension
of existing plants; OEM applications in general.
It covers a power range from 2 to 5 kW.

Silenced, non-lubricated compressor, on tank

TANK version, made up of the compressor, as in Skid version,

OFMS 2 i i inc- i
BT [ assembled on collection tank, in steel sheets, zinc-plated, complying

with the current European Directives and equipped with all use
accessories.

It covers a series of power range from 2 to 5 kW, on 270 litre tank.

Silenced, non-lubricated compressor, tandem on tank

The TANDEM version is a unit made up of two
Skid compressors assembled on a single tank as
the previous version, with a second compressor
and it can work as stock or as support in case
the need of air should be higher than the yield
of the single compressor.

Particularly suitable for the most common uses
requiring air without oil with variable
consumption values or requiring a stock.

It covers a series of power range from 8 to 10
kW, on a 500 litre tank.
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